ODouble Masts Aerial Work Platform

% Application: 1-2 passengers

% Max height of platform: 6m. 8m. 9m. 10m. 12m for option

=+ Features: Two passengers allowable, small footprint, less
weight, easily moved, ableto access to Iimited passageway
The mast |deal equipment for aerial work te replace ladder or
rigger, with high efficiency and more security

Standard Configuration

|
:

= Powersupply: single phase AC{AC220V};

T

NATRACO LIFT

= Move mode: manual(default);
% Drivingunit; oneunithydraulicpump, small volume andless noise,
= Others:
1. Hand shank enables easy steering.
2. Leveling of platform Is guaranteed by adjusting cutriggers
with screws
3. Electriclimit switcn shall cut off power when up imitis reached.
4. Ground / platform control modes are available, rendering
possibility of ane operator,
5, Stroke protection block |s build in hydraulic cylinder for security.
6. Emergency lowering system |s equipped
7. Raise—and-fall guard rall, rendering minimum height of
equipment when In storage status, easy to install
8. Leveling indictor is equipped.
Parameters
Madel CTWY6-200 GTWY8-200 CTWY9-200 CTWY10-200 GTWY12-200A CTWY12-2008
Safe working load (kg ) 300 200 200 200 200 200
I==" Numnber of passengers 2 2 2 2 2 2
Max height of platform (m ) 6 8 9 10 12 12
0 Maux working height {m) 7.7 9.7 10.7 1".7 13.7 13.7 B
Overall length (m)_ 138 1.38 158 158 1.62 1.68
Overall width (m) 0.85 0.85 0.85 0.95 0.95 0.95
Overall height (m) 200 200 2.00 200 225 2.00
Exiended outriager (xw) (m) 1.85x1.78 1.85x1.78 215x200 2.15x1.90 2.21=2.04 2.30=2.00
Size of platform (m) 1.18x0.62 1,18x062 1,38x0.62 1.38x0.62 1.38x0.62 1.48= 0,62
Lifting motor
AC (VAGCHKw) 22011 2201 22014 220141 220111 220
DC (option ) ( VDClkw ) 24/0.8 24/0.8 24/0.8 24/0.8 24/0.8 24/0.8
Accunulator (V/Ah) 2x12/80  2x1280  2x12M00  2x12/100  2x12/100 2% 12100
Charger ( VIA) 24/10 2410 24110 24/10 24110 24/10
Wheel — T — = .
© Front wheel (in) (3] G 6 6 6 i)
Rear wheel (in) 6 ] 6 6 6 6
e Overall weight (kg ) 380(AC)  480(AC)  B48(AC)  B10{AC) B50(AC) B50(AC)
! 425(0C) 525(0C)  593(DC) 665(DC) 100{0C) J0KDC)



NATRACO LIF

r = | Optional Configuration

: Pf = Powersupply: Battery DC with charger, suitable
foemeiny ! for outdoor operation.
j ' = Move mode:
1. Electric moving device is equipped In case of
leng distancetravel.
2. Could be bulit in carriage of truck

F 3. Traller base could be provided in case of
: outdeor operation
13 * Others:

1. Extendable platform (not for Btypne)
2. Insulated platform
3. Explosion-proof eiectrical system
i 4, Overloadalarm
r s 5, Qutrigger!imit switch
: 6. Tiltalarm
ey { 7. AC power to platform
Stroke Protection , § 8. Working alarm
: 9. Rubber dust stop
10. Explosion—proof valve for ail tube

Trallor Type

Self-propeiled



