DINO 210XT II

DINO® TRAILER MOUNTED MEWPs

Standard features in DINO 210XT II: Options available for DINO 210XT II:

e Spider outriggers; great levelling capability in slopy terrain e Diesel power pack
e Two power sources as standard, 230 VAC and petrol engine e (able steering for driving
(diesel as option) e Two joystick controls

e Driving system; easy to move at work site

QOutrigger support indicator
Hydraulic basket rotation 180° e Automatic levelling

e Spacious, easy-entry basket; capacity 215 kg

LED working lights
e |arge outrigger pads 280 x 360 mm

Extra outrigger pads 500 x 500 x 35 mm + bracket
e Continuous rotation of the boom; easy and functional e Lockable tool / harness box

Stable to tow

Rack for tools and accessories

Simple to use, clear and informative controls

DINO SafeGuard secondary guarding

e Spare wheel
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Technical data 210XT I 21 -
Max. working height 21.00 m 20 3 \\‘
Max. platform height 19.00 m 19 \ N
Max. outreach 1170 m 18 / \ \‘
Support width 39/43m 17 — 1
Lifting capacity 215 kg 16 / / m \
Basket size 07x13m 15
14 / ﬂ /’r
Boom rotation cont. l / \
; 13 —4
Basket rotation 180 ° —
[ ] —
12 80 kg
Boom control proport. U
Transport length 792 m H I \
10
Transport width 195 m o ﬂ \
Transport height 233m 5 / \
Weight 2475 kg 7 / \
Driving system std 6 [ p
AC socket in the basket x 2 std 5
Electro motor std 4
Petrol power pack std 3
Diesel power pack opt. 2 L
Gradeability 25% 1 — B=
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